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Gira /Pro-face ServerClient 15
Building control on a large scale
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Gira /Pro-face ServerClient 15
Access to the Gira HomeServer,
from Version 2, or the Gira
FacilityServer for the use of all
functions and services of the Gira
server, use as a central monito-
ring and control unit for the entire
building technology
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Gira
Giersiepen GmbH & Co. KG
Electrical installation
systems

Industriegebiet Mermbach
Dahlienstraße
42477 Radevormwald

P.O. Box 12 20
42461 Radevormwald

Germany

Tel +49 21 95 - 602-0
Fax +49 21 95 - 602-119

www.gira.com
info @gira.com

Gira /Pro-face ServerClient 15
The Gira/Pro-face ServerClient 15
offers fast, functional access
to the Gira HomeServer (from
Version 2) or the Gira Facility
Server, and therefore functions as
the central monitoring and control
unit for the entire building tech-
nology. All of the functions and
services of the Gira server can
be used via the ServerClient 15.
Operation occurs conveniently
directly via the 15Ž colour touch
display.

Functionality
All of the functions of the
Gira HomeServer or the Gira
FacilityServer can be executed
via the ServerClient 15. The
visualisation interface provided
by the Gira servers is displayed
on the ServerClient 15 and can
be operated via the colour touch
display by simply touching it. It
offers a room overview on which
various buttons can be positioned
as desired. Simultaneous display
of several pictures from the IP
cameras connected to the net-
work is also possible. And the
integrated web browser can be
used to surf the Internet. Other
software can also be installed,
e.g. software made for Windows’
by the Revox company, with
which the R evox multiroom sys-
tem can be operated.

Technical data
- Dimensions of the design

cover plate (W x H x D):
approx. 525 x 320 x 12 mm

- Protection type: IP 20
The following specifications
refer to the Pro-face touch PC:

- 15Ž colour touch display,
resolution: 1024 x 768 pixels,
colour intensity: 24-bit

- Analogue-resistive
touch surface

- Operating system:
Windows’ XP embedded

- Input voltage: 24 VDC

Cooperation with Pro-face
The ServerClient 15 is a
cooperative effort by Gira
and Pro-face.

The design elements (mounting
frame and design plate) and a
flush-mounted box are available
from Gira. The design elements
contain two loudspeakers and a
temperature-controlled fan.

The Pro-face company is respon-
sible for the technology. Pro-face
provides the touch PC, Item No.
PS3701A-T41-256-XPEMB.
From the 2nd quarter of 2007 a
new, more powerful product will
be available which can be inte-
grated in the same way. It will
be available under the Item No.
PS3711A-T41-XPEMB-512-ML.
Pro-face provides technical
support for the touch PC inte-
grated in the ServerClient 15.

Contact:
Pro-face Deutschland GmbH
Albertus-Magnus-Straße 11
42719 Solingen
Germany
Tel +49(0)212 - 2 58 26 -17
Fax: +49(0)212 -2 58 26 - 40
p.goedde@pro-face.de
www.pro-face.de.

Product assortment
Gira/Pro-face ServerClient 15,
design cover plate:
Glass black/aluminium
Order No. N 2077 05

Gira/Pro-face ServerClient 15,
design cover plate:
Glass mint/aluminium
Order No. N 2077 18

Gira/Pro-face ServerClient 15,
design cover plate:
Glass white/aluminium
Order No. 2077 12

Flush-mounted panel box and
hollow-wall installation of the
Gira /Pro-face ServerClient 15
Order No. N 2076 00

Subject to technical
modifications.

Design variants:
Glass black/aluminium and
Glass mint/aluminium


